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Conservation style rooflight by "The
Rooflight Company". Means of escape
compliant

Gravel

Air source heat
pump None structural insulated wall linings. (see detail)

Independant timber frame to support 1st floor
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Shower
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Retain existing truss & leave
exposed.
Guarding on side of truss.

Conservation style rooflight by "The
Rooflight Company".

Retain
existing truss
& leave
exposed.

75mm of 'Eden lime Insulation' applied
using a 'Harling trowel' in layers as
manufacturers recommendations.
Stabilise/regularise the existing walls
with rough Non-hydrolic lime mix.
Finish internally with breathable lime
wash applied as manufacturers
recommendations.

No internal lining to this section of walling above landing. No internal lining to this section of walling above landing.

Vapour permeable

75mm of 'Eden lime Insulation'
applied using a 'Harling trowel' in
layers as manufacturers
recommendations.
Stabilise/regularise the existing
walls with rough Non-hydrolic
lime mix.
Finish internally with breathable
lime wash applied as
manufacturers recommendations.
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A 05/10/20 CE Issued for approval
B 10/11/20 CE Parking Amended
C 16/03/21 CE Address amended
D 28/04/21 CE Reduced scheme
E 25/06/21 CE Details added
F 26/07/21 CE Amended to suit Planning

Drawings for planning and
client consideration only

Side Elevation - S
Scale 1:100

Front Elevation showing entrance doors
Scale 1:100

Ground Floor Plan
Scale 1:50

Wall lining detail
Scale 1:20

Side Elevation - N
Scale 1:100

Reinstate former window opening.
Simple frameless fixed glazed unit to existing
slot

Timber fencing 1800mm high.

2No. rooflights, conservation style by the Rooflight
Company. (sized to be escape compliant.

Air source heat pump

Mezzinine Plan
Scale 1:50

G 15/09/21 CE Windows amended

External pointing. Rake out using hand tools.
Repointing by hand min depth 30mm. Use 1:3 dry
non-hydrolic quicklime to sand. Supplier 'Conserv'.
Finish to be brushed of slightly recessed (concave) Manufacturers of the specialist

conservation materials to confirm the
use is suitable for the design shown.
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Existing stone lintel
93x68 Timber head
frame (fixed)

Double
glazing  Slimline

Beading

110x68 Timber base
frame

57x65mm Opening
casement side hung
flush fitting

Timber cill board

Existing stone cill
chamfered top

W1

200

Existing stone lintel
93x68 Timber head
frame (fixed)
Double
glazing

110x68Timber base
frame (fixed)

Beading

100x50mm Head
frame (fixed)
54x95 Timber door
head

Proprietary level
threshold weather
stop (hardwood
timber cill)
All timber to be
stained dark brown.

54X150 Timber bottom
rail

W2

W3/D1

Non reflective glass

25mm x (varied width)
timber floorboards,
t&g joints pinned
floating floor on
breather layer on
compressed hemp
(50mm) insulating
layer on existing floor.
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Window/Door
Details

C Eynon 25/06/21

As shown Preliminary
D11893-04 B

A 25/06/21 CE Issued for approval

B 15/09/21 CE Windows altered

Window W1 south elevation
Scale 1:20

Entrance door  W2, W3/D1 East elevation
Scale 1:20

Manufacturers of the specialist conservation materials
to confirm the use is suitable for the design shown.
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