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From: Awa Sarr 
Sent: 27 September 2021 18:32 
To: Jill Bastow 
Subject: Re: NYM2021/0543/FL West Ayton Caravan Site 

Dear Jill,  

Please find the attached tree protection plan and landscape proposal for your review.  

please note that the previously proposed soakaways work is now to be omitted from the proposal as percolation 

test was undertaken and we weres advised no further action is required. 

Do not hesitate to contact me if you have any questions. 

Kind regards 

Awa Sarr 

Lead Architectural Designer 
BSc(Hons), ACIAT  
Estates  
Caravan and Motorhome Club 

W: www.camc.com 
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Proposed Trees

Retained Trees
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NOTES

General Site Care

To ensure that the trees to be retained are

afforded an adequate degree of protection

during the works, the following general

precautions should be observed.

No fires will be lit on site.

No access will be permitted within the

areas protected by the barriers, unless

and only where otherwise approved

herein. Ground levels will not be changed

within them and existing vegetation and

topsoil will be left undisturbed but may be

treated with approved herbicides if

eradication is required.

No materials, equipment or debris will be

stored within any of the areas protected

and no chemicals, petrol or diesel will be

allowed to spill where they may

contaminate the root protection area

(RPA) of protected trees.

The building compound will be located

outside the construction exclusion zone.

The construction exclusion area is that

area contained within the line of the no dig

area shown on the site layout drawing.

Contractors car parking shall be outside

the construction exclusion zone

Space for cranes, plant, scaffolding and

access during the works is available

outside the construction exclusion zone.

Space for storing materials, site huts spoil

and  and the mixing of cement and

concrete is available outside the

construction exclusion zone.

Protective barriers and ground protection

Temporary barriers will be erected as

indicated on this drawing. the specification

for these barriers will be in accordance

with the recommendations given in BS

5837 section 6.2

Clear signs will be attached at 6. metre

intervals along the line of the barriers

stating:- Tree protection Area- No Access.

The area protected by the barrier shall be

known as the construction exclusion zone

The barriers shall remain in place until the

main construction work is completed. No

other construction activity will take place

within those areas formerly protected by

the barriers

The Site Manager shall inspect the

protective barriers and ground protection

daily and rectify any defects immediately

upon discovery

Excavations in close proximity to root

protection areas

No deep excavations are required in close

proximity to the root protection areas

The installation of services within root

protection areas will require excavation

whereby a small excavator may be used

initially depending upon the proximity to

trees but this will need to be agreed with

the LPA  tree officer with a watching brief

if required within the site supervision

process on each occasion. Once roots are

encountered the trench must be hand dug.

If roots over 25mm in diameter are

encountered then they will be wrapped in

Hessian and kept damp whilst exposed.

Smaller roots will be pruned using sharp

secateurs or a pruning saw to leave a

single clean cut at an appropriate position.

The trench will be back filled, primarily

with soil from the trench without excessive

compaction, only hand held tools and

pedestrian weight will be used.

Arboricultural Method Statement.

Mark out rooting area and pitches to

check for conflict.

1.

Install agreed type tree protection fence,

signage and markers.

2.

Brief all staff on site and obtain a signed

declaration that they understand that no

access to rooting areas is possible

3.

Occupy site. Site office, fuel storage to be

located 10m away from trees and rooting

areas.

4.

All plant to work from road into pitch only

and back onto road. No access from

rooting areas.

5.

Undertake soil strip and remove excess

soils from site- no storage of soils in

rooting areas.

6.

Check levels and layout7.

No services to run or be excavated in a

tree root protection zone.

8.

Construct pitches as per design thast

does not have the potential to affect trees

and rooting areas.

9.

Reinstate grassed edges to pitches up to

no more than 1.0m from pitch edge and

not into rooting areas. Loose tipped top

soil and grass seed only. Hand raked to

even finish not smeared level by

excavator.

10.

Upon completion of all works on site and

the removal of plant and equipment from

site (and not until) remove tree protection

fencing from site.

11.

Open site for public use.12.
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PROPOSED SITE PLAN 1:500

soakaway construction to be omitted from

proposal, meaning no removal of trees is required

from this area.

Additional planting is proposed to

further enhacane

screening off the site and preventing

views from the public rights of way
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existence of services which might cause danger, be damaged or need

replacement in connection with their engagement.
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Hornbeam Hedge @1.7m High

PROPOSED SITE PLAN 1:500

AREA B 1:500

A

B

C

Sambucus Nigra Arurea

Ulex Europaeus

Malus sylvestris crab apple

Carpinus betulus 'Fastigiata' Tree

Alnus Incana

Acer campestre

Corylus avellana

AREA C 1:500

Crataegus Laevigata Paul Scarlet

Crataegus Laevigata Paul Scarlet

Crataegus Laevigata Paul Scarlet

Viburnum opulus 'Compactum'

Salix Alba

KEY:

REFERENCE pLAN

Hornbeam Hedge @1.7m High

Hornbeam Hedge @1.7m High

Ligustrum ovalifolium siberian privet hedge

Ligustrum

ovalifolium siberian

privet hedge

General Guidance

All planting handling to be in accordance with HTA

'Handling and establishing landscaped plant s' Part I, Part

II and Part III(obtainable from the Horticultural Trades

Association) and the CPSE publication; Plant Handling'.

General Guidance

All planting handling to be in accordance with HTA

'Handling and establishing landscaped plant s' Part I, Part

II and Part III(obtainable from the Horticultural Trades

Association) and the CPSE publication; Plant Handling'.
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